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LDBST

The LDBST section is used for suspension of ducts, devices 
and any equipment of ventilation systems. Moreover the 
whole length of LDBST is provided with special incisions, 
thanks to which use of SNP and SNL nut is possible while 
connecting with the PG threaded rods.

Dimensions 

Description

Example identification
Product code: LDBST  -  41   -  41  -   2,0   -   0300

type
height
widht
thickness
lenght

code

* The standard length is 6rm.

dla LDBST

S
[mm]

H
[mm]

T
[mm]

L
[mb]

LDBST-41-21-2,0-0300 41 21 2,00 3,00

LDBST-41-21-2,0-0400 41 21 2,00 4,00

LDBST-41-21-2,0-0600 41 21 2,00 6,00

LDBST-41-21-2,5-0300 41 21 2,50 3,00

LDBST-41-21-2,5-0400 41 21 2,50 4,00

LDBST-41-21-2,5-0600 41 21 2,50 6,00

LDBST-41-41-2,0-0300 41 41 2,00 3,00

LDBST-41-41-2,0-0400 41 41 2,00 4,00

LDBST-41-41-2,0-0600 41 41 2,00 6,00

LDBST-41-41-2,5-0300 41 41 2,50 3,00

LDBST-41-41-2,5-0400 41 41 2,50 4,00

LDBST-41-41-2,5-0600 41 41 2,50 6,00
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LANGER V-BÜGELE

TRAPEZHÄNGER

SCHIENE

EIGENSCHAFTEN 
  Befestigung von Rohren mittels einer Krampfhalterung an 

 Stahldachplatten.
  Schneller billiger Weg für die richtige Halterung von Rohren
  Häufig verwendet für Rohre in Stahldachblechen
  1 Typ für Durchmesser DN32 (5/4”) bis DN80 (3”)
  Material elektrolytisch verzinkt

EIGENSCHAFTEN 
  Befestigung von Rohren an Stahldachplatten mit geschweißter 

 Mutter M10.
  Material elektrolytisch verzinkt

EIGENSCHAFTEN 
  Vorgesägte Schiene, spart Montagezeit.
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VOCLA  ARTIKEL N°      MESSUNGEN                       BESTELMENGE                    

13102001 505/4” - 3”

VOCLA  ARTIKEL N°      MESSUNGEN                       BESTELMENGE                    

13102002 50M10

VOCLA  ARTIKEL N°      MESSUNGEN                       BESTELMENGE                    

15006400 5041x21x2,5 • Länge 400mm

Nach Normen

MTVB Gravity Toggle with Rubber Washer – MTVB10100 (584465)
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• Complete with rod, nut, washer and load distribution block
• Threaded rod is secured against unintentional removal
• Approved for use in stationary fire protection systems (for pipes up to 2")

  

Part Number MTVB10100

Article Number 584465

Material Steel

Finish Electro-galvanized

Rod Size (RS) M10

Length (L) 100 mm

Drill Bit Size 25 mm

Static Load (F) 800 N

Ultimate Static Load (F) 20 kN

Standard Packaging Quantity 25 pc

UPC 78285682614

UNSPSC 31161718

EAN-13 8711893011630

ETIM EC011417

Certifications FM
VdS

Static Load represents the maximum recommended load when fixed to a trapezodial sheet.

FM is a registered certification mark of FM Approvals LLC, LTD. VdS is a registered trademark of VdS Schadenverhütung GmbH.
 
WARNING
ERICO products shall be installed and used only as indicated in ERICO’s product instruction sheets and training materials. Instruction sheets are available at www.erico.com and from your
ERICO customer service representative. Improper installation, misuse, misapplication or other failure to completely follow ERICO’s instructions and warnings may cause product malfunction,
property damage, serious bodily injury and death.
 
Copyright © 2014 ERICO International Corporation. All rights reserved.
CADDY, CADWELD, CRITEC, ERICO, ERIFLEX, ERITECH, and LENTON are registered trademarks of ERICO International Corporation.
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